
Turbine

IP66

2112210048

Berührungsfreier Sensor

Dimensions (WxHxD) 80x80x28 mm

Weight 0.202 kg

Power options PoE and/or external power supply. 5V DC

Outputs N.O, N.C, COM

Ingress Protection Rating IP66

Sensor distance 150 mm

Sensor active time 0,5 secs

Lifetime Infrared sensor:100 000 hours / Relay mechanical lifespan:100 000 times

Indicators Standby RED ; Proximity GREEN (Color of indicator light is adjustable)

Backbox material Stainless Steel / PC / Aluminum Alloy

Operating temperature -10° C to +70° C

Country of manufacture Norway
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BESCHREIBUNG

Der berührungsfreie Sensor ist als Zubehör für unsere Turbine Kompakt Serie erhältlich. Er deckt den Bedarf an kontaktloser 
Kommunikation für eine Vielzahl von Anwendungen. Mit seiner Gestenerkennung können Sie Sprechstellenrufe durch einfaches 
Streichen mit der Hand aktivieren. 

TECHNISCHE DATEN 

USED WITH

https://www.zenitel.com/technology/station-series/turbine
https://www.zenitel.com/technology/environment/ip66


2112210044 
TCIV-2+

IP-Videosprechstelle

2112210045 
TCIV-3+

IP-Videosprechstelle

2112210046 
TCIV-5+

IP-Videosprechstelle

2112210047 
TCIV-6+

IP-Videosprechstelle

AIP43001 
TCIS-1

IP-Sprechstelle

AIP43002 
TCIS-2

IP-Sprechstelle
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AIP43003 
TCIS-3

IP-Sprechstelle

AIP43004 
TCIS-4

IP-Sprechstelle

AIP43005 
TCIS-5

IP-Sprechstelle

AIP43006 
TCIS-6

IP-Sprechstelle

Scanvest Deutschland GmbH
Berliner Allee 2-4

30855 Langenhagen
0511-90286-0

info@scanvest.de
www.scanvest.de

https://www.zenitel.com/product/tciv-2plus
https://www.zenitel.com/product/tciv-2plus
https://www.zenitel.com/product/tciv-3plus
https://www.zenitel.com/product/tciv-3plus
https://www.zenitel.com/product/tciv-5plus
https://www.zenitel.com/product/tciv-5plus
https://www.zenitel.com/product/tciv-6plus
https://www.zenitel.com/product/tciv-6plus
https://www.zenitel.com/product/tcis-1
https://www.zenitel.com/product/tcis-1
https://www.zenitel.com/product/tcis-2

	Touchless Sensor
	Turbine
	IP66
	DESCRIPTION
	SPECIFICATIONS
	USED WITH

	TCIV-2+
	TCIV-3+
	TCIV-5+
	TCIV-6+
	TCIS-1
	TCIS-2
	TCIS-3
	TCIS-4
	TCIS-5
	TCIS-6
	TCIS-C1



